
1024x768 
350Nits 
IPS Panel
Super Wide Viewing Angle and 
Outstanding Brightness.

SD1000
10 TFT LCD Display

" IPS Panel

 � USB Type NO External Power Required.

 � USB / VGA Interface Available.

 � Outstanding Brightness reaches 350 
Nits.

 � Touch Screen for optional.

 �  The Price with SD1000 in Stand-alone 
Type / L-Stand Type / Wall Mounting Kit 
is all the same.

Cool White in  
Stand-alone Type

SD1000 in  
L-Stand Type

SD1000 Wall Mounting Kit  
with HT-150 All-in-one Terminal 

Durable Iron Mounting Kit supports 
various viewing angle. Mounting Kit 
dimension: 110x90x23mm



SD1000 TFT LCD 
Display

Specification

Input Connector USB / VGA

Display Type 10” In-Plane Switching (IPS) TFT LCD Panel

Native Resolution 1024x768 pixel

Display Resolution 1024x768 pixel

Panel Brightness 350 Nits

Aspect Ratio 4:3

Viewing Angle 178° for Horizontal and Vertical

Power Consumption 2.5W

Power Supply 5~12V, 500mA

Weight 400g for LCD Panel Only

Physical Dimension 230(W) x 188(L) x 16(D) mm for LCD Panel Only

Touch Screen Type 5 Wire Resistive Touch for Optional.

Chassis  Color
Black, White and Grey Chassis for standard model,  

and other colorful chassis as you request.

Horizontal Viewable Angle 178°
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LABAU Technology Corp.

http://www.labau.com.tw    E-Mail: service@labau.com.tw
9F., #531-1 Chung Cheng Rd., Hsin Tien District, New Taipei City,  
23148 Taiwan, R.O.C.
Tel: +886-2-2218-2277       Fax: +886-2-2218-5522


